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OASH EFFECTIVE OASH EFFECTIVE OASH EFFECTIVE
No. LENGTH NO. LENGTH NO.

OASH EFFECTIVE
LENGTH NO, LENGTH

INCHES MM INCHES MM INCHES MM
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INCHES MM
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’27

60 1524.0 @
27 60!3.6 -38 36 965.2 -49 49 1244.6 ’62 62

.-28
1574,6

28
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711,2 -39 39 990,6 -50 50 I 270.0 ’64 64
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1625,6
-29 29

~
736s -40 4~ 1016.0 - 51 51
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I295.4 - 66 66

30
I676.4

762.0 -41 41 I 041.4 - 52
E

52 I 320.9 - 74 74 1879.6
;

- 53 53 I346.2 - 76 76 I930.4 :
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DIMENSIONS IN INCHES 4ND MILLIMETERS ( M M ).
n
u
In

. THE MS PART NUM8ER SHALL CONSIST OF THE MS SHEET NuM6ER PLUS THE LENGTH DASH NUMBER. WHEN A
PLAIN BASED BELT IS REQuIRED, THE E14SH (-) SHALL BE DELETED &ND THE COOE LETTER ‘P- SHALL BE
ADDED. WHEN A NOTCHED OR COGGED BASED BELT IS REou IRED, THE DASH SHALL BE DELETEO &ND THE CODE &
LETTER “C” SHALL BE 4DDED. WHEN GRADE “B” BELTS ARE REQuIRED, THE LETTER - B - SHALL BE ADOED &FTER
THE LENGTH OASH NUM6ER. WHEN A MATCHED SET OF 6ELTS Is REOUIRED, 4 SECOND DASH NUMBER SIM.LL BE ~
INCLUEIEO AFTER THE BASE, LENGTH. AND GRADE DASH NUM6ER.

;
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EXAMPLES, 1=

~g
SINGLE BELT, OPTION OF PLAIN, NOTc HED OR cOcc ED, cR.ADE h.

!:
MS 51086-30

r

-L
Im

EFFEc TIv E LENGT”
:

s SHEET NuM6ER
:

:
SINGLE BELT, PLAIN BASE, GRADE B.

MS 5106 P,P3OB

IL

g

L-L- gl
GRADE B

s
EFFECT1v E LENGTH z

~
PLAIN BASE

:
S SHEET NUMBER 3

:
ENTIRE STANOARO REVISEO 2

ME ~TA - TITLE
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SINGLE BELT, NOTCHED OR COGGED BASE. GRADE B

MS 51066 c30B

~i

1

LGRADE B

EFFECTIVE LENGTH

NOTCHED OR COGGED

MS SHEET NUMBER

MATCHED SET OF BELTS OPTION OF PLAIN, NOTCHED OR COGGED.
GRADE A

MS 51066 -30-4

~1

LNUMBER OF BELTS IN SET

EFFECTIVE LENGTH

MS SHEET NUMBER

MATCHED SET OF BELTS, NOTCHED OR cOGGEO, GRAOE S

MS 51066 C30B4

~~

[L NUMBER OF sELTs IN SET

GRAOE B

EFFECTIVE LENGTH

OTCHEO OR COGGEO

S SHEET N,!JMEER

3. OIL- RES15T4NcE, SEE 4PPLICA9LE PARAGRAPH IN MIL-B-IIO40. WHEN OIL-Resistance IS SP~IFIEO THE ptwu
NUM8ER SHALL lNCLUOE THE LETTER “R”.

EXAMPLES:

sINGLE BELT, OPTION OF PLAIN. NOTCHED OR COGGED, GRAOE A.

MS 51066 R 30

~ T‘EFFECTIVE LENGTH

I
1 ‘OIL-RESISTANCE

MS SHEET NUMSER

SINGLE BELT. PL41N BASE, GRAOE 0.

MS 51066 RP30B

T[[~

LGRAOE s

EFFECTIVE LENGTH

PLAIN BASE

[ LOIL-RESISTANCE

MS SHEET NUMBER

P. A. ME tllrER”,llO”AL ,,, LE
tNTERESr

oh, c“., BELTS, V: ENGINE ACCESSORY DRIVE
MILITARY 5TiNDARD

.SCAS3
AF.99 (0.500 INCH NOMINAL WIDTH). MS51066

WOCUREMEN1 SPECIFICATION 5UPEKSE DES:

MIL-B-11040
SHEET ~ OF 3

)n ‘.*. 679.1 .
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4. BELT LENGTHS AS SPECIFIED IN THE ABOVE TABLE ARE IN TERj.4s OF EFFECTIVE
LENGTH AS MEASURED IN AcCORDANCE WITH THE ACQUISITION SPECIFICATION,
THESE LENc THs CbNNOT BE cOMPARED TO INs IDE OR OUTSIDE CIRCUMFERENCE
MEASUREMENTS.

5.

6,

7.

8,

9.

PLAIN AND NOTCHED (cOGGED) BASE BELTS ARE COMPLETELY lNTERCHANOE-
~BLE oN Mos T DRIv Es. WHEN A PLAIN OR A NoTc HED (coGGED) BASE BELT
1S SPECIFICALLY REQUIRED, THE USER SHALL FORWARD TO THE PROCURING
ACTIVITY 1NFORMATION TO SUBSTANTIATE THE PARTICULAR BASE CONFIGURATION:
DRIVE CON FIGURATION, PULLEY SIZES, R,p, M. OF DRIVER pULLEy,
pOw ER REQUIREMENTS OF EACH DRIVEN PULLEY,

HORSE-
AMBIENT TEMPERATURE IN

WHICH BELT MUST OPERATE, ITEM BELT IS USED ON, AND OTHER PERTINENT
INFORMATION.

MS 51066 BELTs (M IL-B-11040) .4RE MINUS 65° F (MINUS 54°c) BELTS.
~~or ,s NOT A ~EQu, REMENT OF T~~ ~~c) ~TF.~ Do NOT USE ~H~s MS,

IF MINUS

ZZ-B-190 BELTs,
USE

FOR DESIGN FEATURE PURPUSES,lHIS ST4NDARD TAKES PRECEDENCE OVER pRO~REMENT ~~MENTS
REFERENCED HEREIN.

REFERENCED DOCUMENTS SH4LL SE OF THE ISSUE IN EFFECT ON DATE 0FINVITATION3FURSIDS,OR REOUEST FOR
~WO~o\ EXCEPT THAT REFERENCED A03PTED INDuSTRY DOCUMENTS SHALL GNE THE MTE oF THE ,ssuE

CERTAIN PROWS1ONS (EFFECTIVE BELT LENGTH)OF THIS STANDARD fiRE SUS.IECT OF lNTERNATlONAL
STANDARDIZATION AGREEMENT (ABCA 63) WHEN CHANGE NOTICE, REVISION, OR CanCellatiOn OF THls
DOWMENT IS PROPOSED WHICH WILL AFFECT OR VIOLATE INTERNATIONAL AGREEMENT CONCERNED. THE
PREPARING ACTIVITY WILL TAKE APPROPRIATE REWNCIUATION ACTION THROUGH INTERN4TIONAL
ST&NDAROIZATION CHANNELS. INCLUDING DEPARTMENTAL STANDARDIZATION OFFICES, IF REOUIRED.

,. MI, lMIER*ATIO” AL T,TI.E

INTEREST
,, c“., BELTS, V: ENGINE ACCESSORY DRIVE “lllA*Y ‘T ANDAR[
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